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Temperature Measurement 

2MP HD Temperature Measurement

Hardware Assembly

STEP 2 Scenario Selection

STEP 3 Attention

STEP 4 Power On
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Enable Temperature Measurement

Set Alarm Trigger
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& Face Recognition Terminal

PRODUCT MODEL : TD-E2128-TM

Measuring Distance Flush Forehead Temperature

Install Too HighNot Covering ForeheadDon't wear a hat

Wall Installation 

Aisel Installation

School

Office Building

Company AreasApartment Building

MuseumFactory

Connect the face recognition terminal to the LAN and 
power it up

Save d

Mask Detection2

Setting of Face Function3

Face Database Management 

Face Match Config

Access Control4

Set Unlocking Mode

Set Unlocking Delay Time and Duration 
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Save c

Set Temperature Rangeb

Enable Mask Detection

Set Alarm Trigger
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Save d

Set Alarm Holding Timeb

Enable Access Control 

Set Alarm Trigger
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Save d

Set Alarm Holding Timeb

Door Lock5

OPTIONAL

DAY

NIGHT

Slanting Sunlight

Backlight

Direct Sunlight

at least 3m

30°
30°

Away from the light source at least 2m

Light source in horizontal, direct to the camera within 30°

Away from the window or doorway at least 3m

at least 2m

Alarm Linkage Door Opening Mode

Wiegand Mode

DO

D1

GND
Access Controller

Door

DO

D1

GND

Door

Wiegand Output

Card Reader

Wiegand Input
Alarm Output

You don‘t need to select.

You need to select.

Quick Installation Guide

http://en.tvt.net.cn/

	幻灯片编号 1

